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Valmet installation system makes it easy to fi t harvester heads to excavators. The kit provides 

a well-proven and complete solution that easily and inexpensively transforms an excavator 

into an effi cient forestry machine.

The system is especially designed for Komatsu excavators and works with all harvester heads 

in the Valmet 300 series. The kit includes complete installation instructions, with hydraulics 

and electrical diagrams. The thorough documentation ensures high reliability and simplifi es 

troubleshooting.

for Valmet 370E 

on Komatsu PC200-7 and PC210-7
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10. Printer (optional)

The printer is located out of 
the way, helping to keep the 
operators view and workspace 
clear. The printer enables 
production of data reports.
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1. Harvester head adapter

The boom tip is fi tted with a 
specially made adapter that also 
provides extra reach.

2. Hydraulic lines

Four specially built hydraulic 
pipes are bolted to the underside 
of the excavator stick boom with 
a protective brace fi tted to reduce 
the risk of damage. Lubrication 
points for joints and hydraulic 
cylinders are move downwards 
to simplify service.

3. Hydraulic coupling

A drainage fi lter, pressure fi lter 
and shut-off spigot are fi tted to 
help increase reliability.

4. Monitor and keyboard

The cab is fi tted with a six-inch 
adjustable color monitor and the 
keyboard stores out of the way on 
a special shelf when not in use.

5. Computer

A basic computer is used to control 
all harvester head functions. The 
Computer is placed in a protected 
location behind the seat, against 
the rear panel.

6. Protective hood

A durable and sectioned pro-
tective hood reduces the risk of 
sticks, leaves, and debris from 
clogging air intakes  and collecting 
in the engine compartment, 
increasing the risk of fi re.

7. Safety switch

In order to increase safety, the 
cab door is fi tted with a safety 
switch and an emergency 
stop button is mounted on the 
instrument panel.

8. Hydraulic fl uid refi ll

The hydraulic fl uid reservoir is 
topped off through a return fi lter 
to help prevent dirt and debris 
from entering the hydraulic 
system.

9. Safety windshield

The forward windshield is 
replaced with 15-millimeter (3/5-
inch) safety glass, for increased 
protection from broken chain 
projectiles and other impacts.

Simple harvester head installation
The installation kit provides rapid access to all necessary components, including the mounting 
adapter, the hydraulic lines and the electrical circuits. In addition, the kit includes important details 
for increased operator safety.
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